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N F - S PA NNUNGSTEILER 
(ATTENUATOR) 

TYPE ORION-EMG 1719/600 



ANWENDUNG 

Bei Labor- und Betriebsmessungen, bei denen in einzelne Stromkreise 
bestimmte Dampfungen einzufugen oder in Messgerate bekannte und 
einstellbare Spannungen einzufuhren sind, ist der NF-Spannungsteiler 
ein sehr brauchbares, wichtiges Gerat. In alien Fallen, wo bei konstan- 
tem Widerstandswert des Einganges und Ausganges irgendeiner elek- 
trischen Einrichtung eine veranderliche Dampfung erforderlich ist, soli 
ein Spannungsteiler (Attenuator) verwendet werden. 

Der Spannungsteiler Type 1719 ist fur Leistungsmessungen, Uber- 
tragungspriifungen, sowie Untersuchungen von Transformatoren, Sieb- 
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kreisen und Verstarkern besonders gut verwendbar. Da der Span- 
nungsteiler auch auf ausserst niedrige Spannungswerte eingestellt 
Wer kann> lst er bei Messungen, wo wegen der genauen Ablesung 
ein Rohren voltmeter mit niedriger Messgrenze verwendet werden 
soil, unentbehrlich. 


beschreibung 

Der NF-Spannungsteiler besteht in elektrischer Hinsicht aus zwei 
I eilerglledern. 

Ernes ist dekadisch und aus T-Gliedern zusammengestellt ; es hat gleich- 
bleibende Ausgangsimpedanz und Teilungen von 1, 0,1, 0,01 und 0,001. 

Das andere dient zur Teilung zwischen 0,1 und 1 in 10 Stufen. Dieses 
Teilungsglied besteht aus zwei in Reihe geschalteten Widerstands- 
darsteMen 16 ^ samt * ic ^ en Stellungen des Teilers identische Impedanz 

Die im NF-Spannungsteiler verwendeten Widerstande sind aus Man- 
ganinaraht hoher Stabilitat und haben eine Genauigkeit von -I- 1°/ 
Mit den zwei Stufenschaltern iasst sich ein sehr breiter Re^elbereich 

limraccen ° 


TECHNISCHE ANGABEN 

Eingangs- und Ausgangswiderstand 

Teilungsgenauigkeit 

Eingangsspannung 

Frequenzgrenze 

Einstellbare Teilung 

Abmessungen 

Gev/icht 

ausfuhrung 


600 Ohm 2% 
± 1 % 
max. 25 V 
40 kHz 
1 - 0,0001 

180x 135 x105 mm 
1,25 kg 


Die Konstruktionselemente sind alle auf eine gemeinsame Frontplatte 
montiert die ihrerseits in eine graue, mit Schrumpflack uberzogene 
eiserne Kassette untergebracht ist, so dass vollkommene Abschirmung 
gesichert ist. & 


Anderungen obiger Angaben im Laufe 
der Entwicklung sind vorbeholten. 


METRIMPEX UNGARISCHES AUSSENHANDELSUNTERNEHMEN 
FUR ERZEUGNISSE DER INSTRUMENTENiNDUSTRIE 

Briefanschrift : Budapest 62, Postfach 202 Telegramme: Instrument Budapest 
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HOLZFEUCHTIGKEITSMESSER 

T YPE O R I QN-EMG ?8?9 



ANWENDUNG 

Das Gerat eignet sich zum Nachweis von 5 bis Liber 50% Feuchtig- 
keitsgehalt. Seine einfache und leichte Handhabung ermoglicht die 
AusfLihrung rascher und genauer Messungen, ohne da ss Vorstudien 
oder Spezialkenntnisse bendtigt wiirden. In der Industrie eignet es 
sich fur die Messung der Feuchtigkeit von Mobel-, Bau- und Gruben- 
holz wie auch fur die Verwendung in der Fassfabrikation. Eine Be- 
sonderheit des Messverfahrens ist der Messkopf mit Nadelkontakt, der 
die Messung bei minimaler Zerstorung der Oberflache des zu messen- 
den Holzes ermoglicht. 
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BESCHREIBUNG 

Zwischen dem Feuchtigkeitsgehalt und der Leitfahigkeit des Holzes 
besteht ein gut definierbarer Zusammenhang, welcher die Moglichkeit 
bietet, den Feuchtigkeitsgehalt auf Grund von Widerstandsmessungen 
zu bestimmen. Das Prinzip der Messung besteht in der Zufuhrung 
einer stabilisierten Gleichspannung von ca. 150 V an das Holz unbe- 
kannten Widerstandes und den in der Reihe geschalteten bekannten 
Widerstand sowie in der Messung des auf den letzteren entfallenden 
Spannungsabfalls mit Hilfe eines Rohrenvoltmeters. Die Skala des 
Rohren volt meters zeigt den Feuchtigkeitsgehalt unmittelbar in Pro- 
zenten an. Der Anschluss an das Holz erfolgt mit einem besonderen 
Einstechkopf. 


TECHNISCHE ANGABEN 
Messgrenzen 


G enau igkeit 

Rohren 

Messspannung 

Netzanschluss 

Abmessungen 

Gewicht 


6 Bereiche, uzw. 

5.5- 8,5% 

8.5- 11% 

11 -14,5% 

14,5-19% . 

19 -27% 

27 <50% 

1% der gemessenen Feuchtigkeit 
in den Bereichen I — IV 
2 x 6AQ5, 6X4, VR 150 
150 V =, stabllisiert 
110 und 220 V, 50/60 Per. 

180x 236x 100 mm 
ca. 3 kg 


Anderungen obiger Angaben im Loufe 
der Entwicklung sind vorbehalten. 



METRIMPEX U NGARISCHES A USSENHANDELSUNTERNEHMEN 
FUR ERZEUGNISSE DER INSTRUMENTEN INDUSTRIE 

Briefanschrift : Budapest 62. Postfach 20? Telegramme: Instrument Budapest 
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Die Zeitschrift 

BEUTSCHEIt EXPOItT 

ist das Organ der Kammer fiir Auficnhandel der Deut- 
schen Demokratischen Republik und erscheint inonat- 
licli in deutscher, russischer, englischer, franzosischer 
urtd -spanischer Sprache reich iliustriert mit je rund 
100 Sciten y^ifang. Sie bringt 

War en angel) ore und Liefergesuche 
tlir alle Facligebiete sowie Informationen iiber neue 
Handelsabkommen, iiber MaBnalimen zur Forderung 
des internationalen Giiteraustausches und vielseitige 
Berichte fiir die Praxis des Import- und Exporthandels. 


Ein Abo nne m ent der Zeitschrift 

BEUTSCHElt EXPORT 

b r i n s t I h n e n v i el e V o r t e i l e 


Die Zeitschrift 

©EETSCHER EXPORT 

interessiert mich, ich crsuche urn cin kostenfreies 
Probeheft. 

I C-J. 1 — . h e s t e l .1 e 

1 .Tahresabonnemftnt 

zum Preisc von S 4, — bzw. in entsprechender 
Landes^vahrung fiir 12 Monatsausgaben 

ab Monat 

Die Hcfte sind in deutscher — russischer — engliscber — 
spanischcr — franzosischer Sprache erwiinscht. 

Name : 

Ort: 

Stral3e: - . .. 
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UNIVERSAL- HANDBOHRER 

--U B-8,UB T0 , U 343M- 

jetsttmu ss i dth’- ' - ■ - • . - 7 -- ■ • - 

* fonnschon 

- zuverffissig 

Diese Universal - Handbohrer sind 

o fur Dauerbetrieb ausgelegt wie a lie AEG 
Hand-Elektrowerkzeuge 

O rundfunkentstort nach VDE 0875 /XI. 51, 

Funkstorgrad N 

O & as Ankerritzel ist quch bei diesen 
Maschinen austauschbar 


TECHNiSCHE OATEN 



\ UB 8 

UB 10 

! UB 13 

1 

Bohrleistung in Stahl 

1 ) ! 

8 mm 

10 mm 

13 mm 

Leistungsabgabe 

150 W DB 

150 W DB 

150 W DB 

Drehzahl bei Vollast 

930 U/min 

650 U/min 

420 U/min 

Morsekegel 

B 12 

B 16 

B 16 

Preis 

DM 134. 

DM 146. - 

DM152.-- 


| ALLCEMEINE ELEKTRICI TATS - CESELLSCHAFT 


FSt/EW 55 114 
L-Satz 3/2 


luni 1954 
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Zubehor fur Universal-Handbohrer UB 8, UB 10, UB 13 


Bohrstander 



LSt8/13 (leichte Ausfuhrung) 

Ausladung 140 mm 
Bohrhub 60 mm 
Gewicht etwa 6,3 kg 
Pl.-Nr. 380998 
Preis DM 48. — 


TSt8/13 (schwereAusfuhrung) 

Ausladung 160 mm 
Bohrhub 60 mm 
Gewicht etwa 14,2 kg 
Pl.-Nr. 380999 

Preis DM 80. — 



TSt 8/13 


/SHJrazisions-Dreibacken-Bohrf utter 

mit Zahnkranz und Triebschlussei 
innenkegei nach DiN 238 


Fur 

Handbohrer 

Form 

Spann- 

weite 

mm 

Innenkegei 

Lager-Nr. 

j Gewicht 

etwa 
kg 

Preis 

DM 

UB 8 

0-8 

B 12 

G 117027 

0,15 

14.50 

UB 10 

1-10 

B 16 

G 117028 

0,45 

15.50 

UB 13 

1-13 

B 16 

G 117029 

0,65 

19.50 



OS' 

r . -J? 


Schlussellose Dreibacken-Bohrf utter 

System Kupke, Innenkegei nach DIN 238 




ALLG E M E-l N E 


Fur 

Handbohrer 

Form 

Spann- 

weite 

mm 

Innenkegei 

Lager-Nr. 

Gewicht 

etwa 

kg 

Preis 

DM 

UB 8 

1 -8 

B 12 

; G 117689 

0,25 

25.80 

UB 10 

1-10 

; B 16 

G 117033 

0,40 

26.— 

UB 13 

1-13 

B 16 

G 117687 

0,85 

32.— 

E L E KTRICITATS - 

CESE LLSG HA-F-T ■ 
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CONTRACTORS, etc 


SHIPPING DIMENSIONS 

Dinkum Digger attachment with 7' 7" x 4'0" x i' 9" 
Bucket Ram but no Buckets ,, ; 17 cwt. I qr. 21 !bs. 

231 cms.x 122 cms.x53 cms. 
386 kilos. 

18" Bucket (46 cms.) 2' 4£" x I' 44" x I'll 

I cwt. I qr. 18 ibs. 

72 cms. x 42 cms. x 60 cms. 
72 kilos. 

24" Bucket (61 cms.) 2'44'x I' 104" x I' 114" 

I cwt. 2 qrs. 22 Ibs. 

72 cms. x 57 cms. x 60 cms. 
86 kilos. 


£o/e fit a nuf acft* re fS \ ^ 

UJHiT LOCK BROS. LTD. GREAT YELDHAM, ESSEX, Telephone : 3 0 5 (6 lines) 


production 




Sanitized Copy Approved for Release 2010/09/10 : CIA-RDP81-01043R000800080003-8 





Sanitized Copy Approved for Release 2010/09/10 : CIA-RDP81-01043R000800080003-8 




HERE IS WHAT IT WILL DO 

It will excavate trenches from 10 in. (25 cms.) wide to 30 in. (76 cms.) wide and 
down to 9 feet (274 cms.) deep, and will also deal with mass excavations for 
Swimming pools. Silage and Sewage disposal pits, etc. 

It will load into lorries or trucks, and backfill into trenches. 

It can be fitted with a forward shove! and also used for removal of top soil. 

It will dig to its maximum depth without other adjustment or movement of 
tractor. 

It will cut trenching costs below any other machine. 

It will work on hills and slopes as it is fitted with adjustable feet and ball joint 
mountings. 

AND IT’S THESE POINTS THAT COUNT 

It is the cheapest machine of its capacity. 

It is of simple and foolproof construction and of low overall weight. 

It has all the wearing parts replaceable and all moving and shock parts are fitted 
with replaceable bushes. 

!t w i E ! fit z stzndzrd t^zctcr 2nd czn bs cjiiickly rcniovsd so th^t th? ran 

bs used ioY other work. 

It is a one-man outfit and can be moved forward without the operator leaving 
his seat. 

All operations are carried out with the jd river comfortably seated facing and 
overlooking his work. 


TECHNICAL DATA 

Weight with 18 in. (46 cms.) bucket ... 1,500 lbs. 680 kilos 

Overall length behind tractor wheels : 

Bucket closed ... ... ... 6 ft. 0 in. 183 cms. 

Bucket fully extended ... ... ... 13 ft. 0 in. 396 cms. 

Overall height above ground : 

Bucket closed for transport ... ... 8 ft. I Of- in . 271 cms. 

Bucket fully raised ... ... ... 10 ft. I If in. 335 cms. 

Overall width — Bucket central ... ... 4 ft. 10 in. 147 cms. 

Overall side reach from centre of tractor ... 9 ft. 6 in. 290 cms. 

Total arc of swing of boom ... ... ... 180 deg. 180 deg. 

Maximum loading height into lorries with 

bucket ram ... ... ... ... 8 ft. 0 in. 234 cms. 

Maximum depth of trench ... ... ... 9 ft. 0 in. 274 cms. 

Maximum width of trench ... ... ... 30 in. 89 cms. 

Minimum width of trench ... ... ... 10 in. 25 cms. 

Standard bucket 18 in. (46 cms.) wide Struck capacity 3-75 cu. ft. • 105 cu. metres 
Alternative bucket 24 in. (61 cms.) wide Struck capacity 5 • 5 cu. ft. • 1 54 cu. metres 
Automatic Ejector Bucket ... ' ... ... 1 0 in. and i 5 in. 25 cms. and 38 cms. 

increase in width of bucket by use of side 

plates ... ... 2 in. 3 in. and 6 in. 5 cms. 75 cms. and 15 cms. 

Hydraulic oil capacity ... ... ... 13 gallons 49 litres 

Rams : 

Digging ... 4jj in. bore 7- 5 tons thrust 11-75 cms. 7-62 tonnes 

Lifting ... 3f in. bore 4-8 tons thrust 9-52 cms. 4-88 tonnes 

Slewing ... 3 in. bore I -75 tons thrust 7-62 cms. I -78 tonnes 

Bucket ... 3 in. bore 3 • I tons thrust 7-62 cms. 3-15 tonnes 

Pressure of hydraulic system ... 1,000 lbs. p.s.i. 70 kilos per sq. cm. 

Speed of hydraulic pump ... ... 1,962 r.p.m. at reverse speed of ! ,500 r.p.m. 

Power absorbed by pump ... ... ... 17 h.p. 17 

Theoretical maximum rate of working : 

With 18 in. (46 cms) bucket ... 23 cu. yds. per hour 17-59 cu. metres 

With 24 in. (61 cms.) bucket ... 32 cu. yds. per hour 24-47 cu. metres 


THE DINKUM DIGGER is the most compact and mobile of all trenching and excavating 
1 machines and has an output equal to machines many times its size and cost. 

Operation is entirely by hydraulic control, the power being derived from a small pump mounted 
on the tractor. The machine itself is mounted from the tractor rear axle by pivot pins which 
enable the hydraulic lift of the tractor to be used for raising it into the transport position. 

One hydraulic two-way ram is used for digging, another for raising, and a third for slewing 
in either direction. A fourth ram, which is available for attachment to the bucket, not only 
increases output but also enables the machine to cut almost vertical ends to the trench and 
to load direct into lorries. It can also be fitted for use as a forward shovel. The rams are 
controlled by two-way valves operated from a seated position on the tractor by the driver 
who, being over the trench, has a full view of all operations. 

The tractor engine cannot be stalled, for a specially-designed safety relief valve enables full 
power to be maintained, even when digging in the most difficult ground. This also prevents 
damage to the hydraulic system of the machine. The valves are designed to allow the engine 
and pump to run off-load when no power is required. An important feature is that the 
digging and lifting rams are located above the jib where they cannot be damaged by soil abrasion 
or careless handling 

The digger can be quickly attached or removed from the tractor. The simple triangular 
frame and stabilising arms, combined with the iow mounting of the solidly-constructed pr&ssed- 
stee! jib, ensure that while full advantage is taken of the tractor’s stability no excessive strains 
are thrown on it. Skid pads, each adjustable individually for height and for levelling the 
machine on rough, hilly or uneven ground support the rear end of the machine during operation 
and provide also additional height when loading into lorries. These are ball-mounted to ride 
flexibly on any type of ground or side hill. 

An automatic hydraulic compression strut transmits the full weight of the tractor’s rear end 
to the frame of the digger. A heavy sprag hinged to the underside of the tractor axle ensures 
complete rigidity without putting any loads on the tractor tyres. 

A unique linkage device on the bucket ram corrects the digging angle at all depths and tips the 
bucket so that even loose soil is held when withdrawn from the trench. The extra-large 
capacity bucket is fitted with individually replaceable manganese steel teeth, side cutting and 
sole plates. 

Standard buckets are 18 in. (46 cms.) and 24 in. (61 cms). wide, but side extension plates are 
available enabling the same bucket to cut three different widths of trench. There are also 
10 in. (25 cms.) and 15 in. (38 cms.) wide buckets with automatic ejectors for use in heavy 
clay. These buckets can also be supplied with side extension plates for 12 in. (30 cms.) and 
18 in. (46 cms.) trenches. 

The tractor seat is slotted and once the operator is seated he need never leave it as the machine 
can be progressively advanced from this position. The trailing sprag automatically obtains 
a new grip when digging restarts. Thus the whole operation of moving causes only a few 
seconds delay. 

Simplicity is the keynote throughout. There are no ropes or clutches to go wrong and all 
wearing parts are designed for easy replacement on the site. 

Maintenance is negligible. Large-diameter phosphor-bronze bearings with easily accessible 
grease nipples are fitted to all moving parts. The hydraulic system and mechanisms, which 
are internally lubricated by the working fluid, require no maintenance other than topping-up 
the oil reservoir. As an additional safeguard to the hydraulic system an oil filter, which can 
be easily detached for cleaning, is fitted into the main oil supply line. 

To add to the usefulness of the machine other attachments are also available, including a 
fore-end hydraulic unit with interchangeable bulldozing and backfilling blade, 12 cu. feet 
(-34 cu. metres) shovel and 7 cwt. (355 kilos.) crane jib attachment. Any of these attachments 
can be operated with the Digger in position. Specially-designed cabs can be fitted to the 
tractor (provided a fore-end hydraulic unit is not fitted) so that the operator is at all times 
working under cover. 

Other extras are night operators’ lights, windscreen wipers and markers. 
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